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The information contained in this drawing is the confidential property of

Magnapower Equipment Ltd and should not be passed on or related to a third

party without the written consent of Magnapower Equipment Ltd
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DO NOT SCALE, if in doubt ask.

Magnapower Equipment Ltd

Bromsgrove, UK

www.magnapower.com

 

T: +44 (0)1527 557 092

E: info@magnapower.com

Note : Sales drawing, for proposal purposes only.
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2621 When feeding onto top centre of drum

2496 When curtain feeding drum

1500 Outlet Widths

1650 Frame Width

Splitter adjuster for top drum

Splitter adjuster for lower drum

Baffle adjuster for top drum

Permanent Magnetic Drum Separator

Motor: 1.5kW

Supply : 460V / 3Ph / 60 Hz 

Permanent Magnetic Drum Separator

Motor: 1.5kW

Supply : 460V / 3Ph / 60 Hz 

Vibratory Feeder

Motor (60 Hz):  2 x 0.9 kW

Supply : 460v / 3Ph / 60 Hz

DC injection braking required

Service Weight: 57 Kg Each

Metal transport straps provided for all springs, these

ensure the feeder does not move during transportation.

Metal transport straps MUST BE REMOVED PRIOR TO OPERATION.
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ISOMETRIC VIEW FOR REF ONLY

CAUTION ! Open magnetic field, risk assessment required when installed


